
I would personally like to congratulate each of you on being 

awarded the Purolator and Canada Post Domestic Air Cargo Network

Service Contract.  After a lengthy RFP process Cargojet was 

successfully selected as the exclusive primary domestic air cargo

service provider to the Canada Post Group of Companies. The 

agreement is an initial seven-year (7) term with three (3) thirty-six

month (36) renewal options.  

Cargojet’s network will be expanded and enhanced significantly to

handle the additional volumes and provide a first class network to all

of our customers.  The foundation that we as a team have built with

the loyalty of our customers proves Cargojet has the right business

model to serve the domestic overnight air cargo market in Canada.

We have grown from our humble beginnings, and now we have the

opportunity to continue on this growth.  We must continue to focus

on all of our customer’s needs and requirements and continue to 

surpass their expectations.  We must focus on continuing to earn

their business each and every day.

In the year ahead we will continue to face many exciting challenges

with the integration of this new business.  It is up to each of us to turn

these challenges into opportunities, allowing for a better future for 

all of us.  We will introduce a new aircraft type into our fleet, 

B767-300 Extended Range Freighter.  The integration of this aircraft

type will allow us to not only service our domestic customers but

also serve more international markets.  The company has committed

significant capital this year to finance our fleet replacement and

growth plans. We certainly feel that with our financial strength, 

operational expertise and committed team we will be successful 

with integrating these new aircraft into our fleet.

The significant challenge for all of us will be to continue with our 

cost control efforts while continuing to provide our customers with 

reliable, on-time and value added services.  We as a team need to

ensure that this transition and integration goes efficiently so we 

continue to remain a consistently strong organization.

It is my personal commitment to ensure Cargojet continues to remain

healthy.  I am counting on each of you to ensure you do your part and

meet these new opportunities, working as a team, maintaining our

corporate culture while we continue to provide excellent customer

service to our customers.

I wish to personally thank each and every member of the Cargojet

team for your continued hard work, effort, dedication and loyalty 

over the years. We will remain leaders in the market place by 

providing a first class service to our customers. 

Cargojet’s true success is each and every one of you, our team!

Best personal regards,

Dr. Ajay K. Virmani

President & CEO

T h e  N e w s l e t t e r  f o r  E m p l o y e e s  &  F r i e n d s  o f  C a r g o j e t
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“B767-300 EXTENDED RANGE FREIGHTER”

TECHNICAL SPECIFICATIONS 

MAXIMUM PAYLOAD
127,000 lbs (57,606 Kg) 

TOTAL VOLUME
23,845 cu ft 

MAIN DECK
17,305 cu ft
Container Positions 24 

LOWER DECK
6,540 cu ft 
Container Positions 15

ENGINE MAXIMUM THRUST  
General Electric CF6 80C2B6/B7
60,030 lbs (27,236Kg) 

MAXIMUM FUEL CAPACITY
159,706 lbs (72,441 Kg)

MAXIMUM TAKEOFF WEIGHT
412,000 lbs (186,880 Kg) 

MAXIMUM RANGE WITH MAX. PAYLOAD
3,500 NM (6,482 KM) 

TYPICAL CRUISE SPEED
Mach 0.80 

WING SPAN
156 ft 1in. (47.58 M)

OVERALL LENGTH
180 ft 3 in. (54.9 M)

TAIL HEIGHT 
52 ft  (15.84 M)

Cargojet’s state of the art fleet of B767-300ER freighters are
capable of carrying a structural payload of up to 127,000 lbs
utilizing 24 upper deck positions, containerized and 15
lower deck containerized positions with a loose load bulk
cargo hold compartment.

Cargojet is the only Canadian air cargo operator to introduce 
this newer generation, longer range, more fuel efficient and 
environmentally friendly aircraft to our fleet.

Various types of cargo can be carried on the main deck
including odd size cargo as well as live animals and
perishable products.

The B767-300ER is capable of 3,500 nautical miles at max
payload which with the stage lengths on demand lanes is a
complement to our domestic network and allows us to
expand into select international markets.

Payload - Range Capability
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Pax & Bags Wt: 100 kg
Alt Range: 200 nm
Enroute Temp (ISA): ) DEG C.

767-300ER (CF6-80C2B7F) 767-200ER (CF6-80A)

Flight Deck B767-300ER



“B767-300 EXTENDED RANGE FREIGHTER”

CONFIGURATION A

11R
7560lb

11L
7560lb

10R
7560lb

10L
7560lb

9R
7560lb

9L
7560lb

8R
7560lb

8L
7560lb

7R
7560lb

7L
7560lb

6R
10200lb

6L
10200lb

5R
10200lb

5L
10200lb

4R
7560lb

4L
7560lb

3R
7560lb

3L
7560lb

2R
7560lb

2L
7560lb

1R
7560lb

1L
7560lb

A13
6000lb

1C
6000lb

22 side-by-side A2 modified containers + two transverse A2 containers

(22)  88” X 125” X 96” Commercial ULDs  -   11,044 ft3

(2)  88” X 125” X 82” Standard A2 ULDs  -        864 ft3

TOTAL Main Deck Volume      -   11,908 ft3

LD-2

88”

LD-2

88”

82
(208.3)

88
(223.5)

44
(111.8)

125
(317.3)

96
(243.8)

125
(317.5)

88
(223.5)

CONFIGURATION B

M12R
6540lb

M12L
6540lb

M11R
6540lb

M11L
6540lb

M10R
6540lb

M10L
6540lb

M9R
6540lb

M9L
6540lb

M8R
6540lb

M8L
6540lb

M7R
6540lb

M7L
6540lb

M6R
10200lb

M5L
10200lb

M5R
10200lb

M5L
10200lb

M4R
6540lb

M4L
6540lb

M3R
6540lb

M3L
6540lb

M2R
6540lb

M2L
6540lb

M1R
6540lb

M1L
6540lb

A13
6000lb

1C
6000lb

24 side-by-side modified (military) containers 88” X 108“
+ two transverse A2 containers

(24)  88” X 108” X 96” Military ULDs  -   10,392 ft3

(2)  Contoured 88” X 108” X ULDs  -        864 ft3

TOTAL Main Deck Volume     -   11,256 ft3

LD-2

88”

LD-2

88”

82
(208.3)

88
(223.5)

44
(111.8)

125
(317.3)

96
(274.3)

125
(317.5)

88
(223.5)



“B767-300 EXTENDED RANGE FREIGHTER”

CONFIGURATION C

A13
6000lb

1C
6000lb

11 Longitudinal ULD’s (M1) 96” X 125“ + two transverse A2 containers

(11)  96” X 125” X 96” ULDs                     -     6,809 ft3

(2)  88” X 125” X 82” Standard A2 ULDs              -       864 ft3

TOTAL Main Deck Volume           -   7,673 ft3

96”

96”

C11
10700lb

C10
10700lb

C9
10700lb

C8
10700lb

C7
10700lb

C6
15000lb

C5
15000lb

C4
10700lb

C3
10700lb

C2
10700lb

C1
10700lb

96
(243.8)

96
(243.8) 125

(317.3)

82
(208.3)

88
(223.5)

44
(111.8)

125
(317.3)

CONFIGURATION D

A13
6000lb

15A
7565lb

14A
7565lb

13A
7565lb

12A
7565lb

11A
7565lb

10A
7565lb

9A
7565lb

8A
7565lb

7A
10680lb

6A
10680lb

5A
7565lb

4A
7565lb

3A
7565lb

2A
7565lb

1A
7565lb

1C
6000lb

16 Transverse 88” X 125” ULD’s + two transverse A2 containers

(15)  88” X 125” X 96” ULDs                      -       8,280 ft3

(2)  88” X 125” X 82” Standard A2 ULDs  -        864 ft3

TOTAL Main Deck Volume      -   9,144 ft3 82
(208.3)

88
(223.5)

44
(111.8)

125
(317.3)

125”

88”

96
(243.8)

112
(317.3) 88

(223.5)



“B767-300 EXTENDED RANGE FREIGHTER”

CONFIGURATION E

A13
6000lb

M14
8245lb

M13
8245lb

M12
8245lb

M11
8245lb

M10
8245lb

M9
8245lb

M8
11600lb

M7
11600lb

M6
11600lb

M5
8245lb

M4
8245lb

M3
8245lb

M2
8245lb

M1
8245lb

1C
6000lb

14 Transverse 96” X 125” ULD’s + two transverse A2 containers

(14)  96” X 125” X 96” ULDs                      -       8,832 ft3

(2)  88” X 125” X 82” Standard A2 ULDs  -        864 ft3

TOTAL Main Deck Volume      -   9,696 ft3
82

(208.3)

88
(223.5)

44
(111.8)

125
(317.3)

125”

88”

96
(243.8)

112
(317.3) 96

(243.8)

CONFIGURATION G

A13
6000lb

C5
15000lb

C4
15000lb

C3
15000lb

C2
15000lb

C1
15000lb

1C
6000lb

                                                    One CF6-80A2 engine in Postion

5 longitudinal 16’ ULD’s 96” X 196“ X 96”  + two transverse A2 containers

(5)  96” X 196” X 96” ULDs                      -       5,225 ft3

(2)  88” X 125” X 82” Standard A2 ULDs  -        864 ft3

TOTAL Main Deck Volume      -   6,089 ft3

82
(208.3)

88
(223.5)

44
(111.8)

125
(317.3)

96”

96”

96
(243.8)

196
(497.8) 96

(243.8)

C1
15000lb



“B767-300 EXTENDED RANGE FREIGHTER”

Utility tug and
pallet trailers

Lavatory
truck

Tow tractor

Crew
access
stairs

Utility tug and
pallet trailers

Main deck
loader

Utility tug and
pallet trailers

Lower hold
loader (2 places)

Hydrant
fuel truck

Utility tug amd
bulk cargo trailers

Bulk
cargo
loader



“B767-300 EXTENDED RANGE FREIGHTER”

VOLUME
CUBIC FEET      1,920                                  1,680                             430                     4,030

CUBIC METERS                     54.4                                    47.6                              12.2                    114.2

FWD COMPARTMENT                    AFT COMPARTMENT

16 LD-2 CONTAINERS  14 LD-2 CONTAINERS    BULK CARGO

LOWER CARGO COMPARTMENTS – LD-2 CONTAINERS AND BULK CARGO

47.4 IN.

(120 CM)

47 IN.
(119 CM)

61.5 IN.

(156 CM)

64 IN.

(163 CM)

60.4 IN.

(153 CM)

LD-2 DATA:

CONTAINER WEIGHT – 150 LB (68 KG)
LOADED WEIGHT  – 2,700 LB (1,220 KG)
VOLUME – 120 CU FT (3.45 CU M) 

TOTAL

FORWARD COMPARTMENT

FORWARD

CARGO DOOR (RH)

AFT

CARGO DOOR (RH)

BULK CARGO DOOR (LH)AFT COMPARTMENT

LD-2LD-2

CROSS SECTION



“B767-300 EXTENDED RANGE FREIGHTER”

SPACE AVAILABLE
FOR BULK CARGO

STANDARD 
CARGO DOOR

8 LD-3 CONTAINERS
160 CU FT (4.5 CU M)

EACH

5 LD-4 CONTAINERS
190 CU FT (5.4 CU M)
EACH

BULK 
CARGO 
SPACE

16 LD-2 CONTAINERS
SHOWN

14 LD-2 CONTAINERS
SHOWN

BULK 
CARGO 
SPACE

16 LD-2 CONTAINERS
SHOWN

BULK 
CARGO 
SPACE

4 PALLETS
96 X 125 IN (2.44 X 3.18 M)

UP TO 415 CU FT (11.8 CU M)
SHOWN

7 LD-8 CONTAINERS
24.5 CU FT (6.9 CU M)
EACH



“B767-300 EXTENDED RANGE FREIGHTER”

B767-200ER / B767-300ER Cross Section

Cargo Door (RH)

Forward and Aft doors

Height:  67” (1.7 m)

Capability of carrying one CF6-80A2 engine in the first position aft of the MDCD

Perishable carriage Capability

Main Deck side

Cargo Door (LH)

Width:  134” (3.4 m)

Height: 101” (2.58 m)

88”

(224 cm)

LD-2 LD-2

88”

(224 cm)

96” (224 cm)

125”

96”

98” Door Opening

A-1 / AAX Container

88”

Forward / Aft view with curve contourFront view of outboard net & cover door
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“B767-200 EXTENDED RANGE FREIGHTER”



TECHNICAL SPECIFICATIONS 

MAXIMUM PAYLOAD
100,000 lbs (45,359.23 Kg) 

TOTAL VOLUME
15,468 cu ft 

MAIN DECK
11,900 cu ft
Container Positions 19 

LOWER DECK
3,170 cu ft 
Container Positions 11 (LD8)

ENGINE MAXIMUM THRUST  
General Electric CF6 80A
48,000 lbs (21,772Kg) 

MAXIMUM FUEL CAPACITY
137,015 lbs (62,149 Kg)

MAXIMUM TAKEOFF WEIGHT
351,000 lbs (159,211Kg) 

MAXIMUM RANGE WITH MAX. PAYLOAD
3,000 NM (5,556 KM) 

TYPICAL CRUISE SPEED
Mach 0.80 

WING SPAN
156 ft 1in. (47.58 M)

OVERALL LENGTH
159 ft 2 in. (48.52 M)

TAIL HEIGHT 
52 ft  (15.84 M)

Cargojet’s state of the art fleet of B767-200ER freighters are
capable of carrying a structural payload of up to 100,000 lbs
utilizing 19 upper deck positions, containerized (LD8 & LD2)
and loose load lower cargo hold compartments.

Cargojet was the first Canadian air cargo operator to 
introduce these newer generation, longer range, more fuel
efficient and environmentally friendly aircraft to our fleet.

Various types of cargo can be carried on the main deck
including odd size cargo as well as live animals and 
perishable products.

The B767-200ER is capable of 3,000 nautical miles at max
payload which with the stage lengths on demand lanes is 
a complement to our domestic network and allows us to
expand into select international markets.

Left cockpit window provides 
secondary egress path* 

Observers seats lavatory

Smoke barrier

9g cargo net

Economy class
triple seat

Galley
Right cockpit window provides
primary egress path*

Crew & Supernumerary Area Plan View

*In Some Configurations

Flight Deck B767-200ER

“B767-200 EXTENDED RANGE FREIGHTER”

Payload - Range Capability
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“B767-200 EXTENDED RANGE FREIGHTER”

AAY Main Deck
IATA Rate Class: 3
Dimensions: 88” x 125” x 80.75”
Max. Net Weight: 9,576 lbs. (4,343 kg)
Tare Weight: 424 lbs. (192 kg)
Max. Gross Weight:* 10,000 lbs. (4,535 kg)
Approx. Internal Vol.: 440 cu. ft. (12.5 m3)

All-Cargo Configuration

MAIN DECK
(19) 88” x 125” containers 8,360 cu. ft. 237 m3

or
(19) 88” x 125” pallets/nets 8,360 cu. ft. 237 m3

COMBINED FORWARD LOWER & AFT LOWER 
COMPARTMENTS-CONTAINERS BULK-LOADED

3,102 cu. ft. 88 m3

MAXIMUM NET PAYLOAD

POUNDS KILOGRAMS

100,000 lbs. 45,360 kg.

MAIN CARGO DOOR 

INCHES CENTIMETERS

134” x 96” 340 x 244

AVG. FLOOR BEARING WEIGHT

LBS. / SQ. FT. KG. / SQ. M.

200 975

*Note: Aircraft structural limitations may reduce
maximum gross weights indicated.

LD2 Half Size Lower Deck
IATA Rate Class: 8D

Dimensions: 60” x 61” x 64”

Max. Net Weight: 2,568 lbs. (1,165 kg)

Tare Weight: 202 lbs. (92 kg)

Max. Gross Weight:* 2,771 lbs. (1,257 kg)

Approx. Internal Vol.: 120 cu. ft. (3.4 m3)

Floor Loading Limit: 200 lb/ft2 (977 kg/m3)

LD8 Full Width Lower Deck
IATA Rate Class: 6A

Dimensions: 60” x 124” x 64”

Max. Net Weight: 5,030 lbs. (2,282 kg)

Tare Weight: 370 lbs. (168 kg)

Max. Gross Weight:* 5,400 lbs. (2,449 kg)

Approx. Internal Vol.: 242 cu. ft. (6.85 m3)

Floor Loading Limit: 200 lb/ft2 (977 kg/m3)



“B767-200 EXTENDED RANGE FREIGHTER”



“B757-200 EXTENDED RANGE FREIGHTER”



“B757-200 EXTENDED RANGE FREIGHTER”

TECHNICAL SPECIFICATIONS 

MAXIMUM PAYLOAD
80,000 lbs (36,364 kgs)

TOTAL VOLUME
8,358 cu ft

MAIN DECK
6,600 cu ft
Container Positions 15 

LOWER DECK
1,790 cu ft
Bulk Load

ENGINE MAXIMUM THRUST  
Rolls Royce RB 211 – 535E4
44,200 lbs (20,059 kgs) 

MAXIMUM FUEL CAPACITY
79,980 lbs (34,930 kgs)

MAXIMUM TAKEOFF WEIGHT
250,000 lbs (113,636 kgs) 

MAXIMUM RANGE WITH MAX. PAYLOAD
2,400 N M (4,452 km)  

TYPICAL CRUISE SPEED
Mach 0.80 

WING SPAN
124 ft 10 in (38.05 m)

OVERALL LENGTH
155 ft 3in (47.32 m)

TAIL HEIGHT 
44 ft 6in (13.6m)

PAYLOAD/RANGE 
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Cargojet B757-200ER Payload vs Range

Cargojet’s state of the art B757-200ER freighter is capable 
of carrying a structural payload of up to 80,000 lbs utilizing 
15 upper deck positions and loose load lower hold cargo 
compartments.

Cargojet is the only Canadian air cargo operator to introduce 
this newer generation, longer range, more fuel efficient and 
environmentally friendly aircraft to our fleet.

The aircraft carries the standard 88 x 125 ULD which is 
common with the B727 providing flexibility and efficiency on
the domestic network.

Various types of cargo can be carried on the main deck 
including live animals and perishable products.

The B757-200ER is capable of 2,400 nautical miles at max 
payload.

ATA 25: Cargo Compartment

∙ Class E

∙ 9g Cargo barrier acts
  as smoke barrier

∙ Liner attached to secondary   
  sacrificial structure

∙ Accessible in flight

∙ Ceiling raised for 82 inch ULDs

∙ Transverse pallet capability

∙ Floor panels sealed and non-slip

∙ Cargo handling system
∙ 15 ULDS

∙ 88 x 125
∙ 88 x 108
∙ 96 x 125

Cargo Compartment B757-200ER



“B757-200 EXTENDED RANGE FREIGHTER”

AAA Main Deck Container
IATA Rate Class: 3

Dimensions: 88” x 125” x 82”

Max. Net Weight: 7,415 lbs. (3,370 kg)

Tare Weight: 585 lbs. (266 kg)

Max. Gross Weight:* 8,000 lbs. (3,636 kg)

Approx. Internal Vol.: 440 cu. ft. (12.5 m3)

All-Cargo Configuration

MAIN DECK

(15) 88” x 125” containers 6,600 cu. ft.     187 m3

or

(15) 88” x 125” pallets/nets 6,600 cu. ft.     187 m3

COMBINED FORWARD LOWER & AFT
LOWER COMPARTMENTS BULK-LOADED

2,200 cu. ft. 62 m3

MAXIMUM NET PAYLOAD

POUNDS KILOGRAMS

80,000 lbs. 36,290 kg.

MAIN CARGO DOOR 

INCHES CENTIMETERS

136” x 85” 345 x 216

AVG. FLOOR BEARING WEIGHT

LBS. / SQ. FT. KG. / SQ. M.

200 975

*Note: Aircraft structural limitations may reduce
maximum gross weights indicated.
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“B727-200 ADVANCE FREIGHTER”

B727-200 ADVANCED FREIGHTER

MAXIMUM PAYLOAD
60,000 lbs (27,200 Kg) 

TOTAL VOLUME
6,442 cu ft (182.2 cu M)

MAIN DECK
5,280 cu ft

LOWER DECK 
890 cu ft

ENGINE MAXIMUM THRUST  
Pratt & Whiney JT8D-15 – 15,500 lbs (7,045 Kg) 
Pratt & Whiney JT8D-17 – 16,000 lbs (7,272.7 Kg) 

MAXIMUM FUEL CAPACITY
54,000 lbs – (24,500 Kg) 

MAXIMUM TAKEOFF WEIGHT 194,800 – 197,000 lbs 
(88,545 – 89,400 Kg) 

MAXIMUM RANGE
2,150 Nautical Miles (3,982 Kilometers) 

TYPICAL CRUISE SPEED
Mach 0.79 – 0.82 

WING SPAN
108 ft (32.92 M)

OVERALL LENGTH
153 ft 2 in. (46.68 M)

TAIL HEIGHT 
34 ft 11 in. (10.65 M)

Cargojet operates a fleet of B727-200AF freighters. These 

aircraft have a structural payload of up to 60,000 lbs and can carry

12 88 X 125 inch ULDs or pallets on the main deck and bulk cargo

in the lower cargo compartments. Volumetric capacity is 5280 cu. ft

on the main deck and 890 cu. ft. in the lower compartments. Various

types of cargo can be carried on the main deck including live 

animals and perishable cargo.

The standard 88 X 125 ULD is common to the B727 and to 

the B757 providing flexibility and efficiency on the domestic 

network.

The typical range of the B727-200AF is 2,150 nautical miles at 

maximum payload.



“B727-200 ADVANCE FREIGHTER”

AAA Main Deck Container
IATA Rate Class: 3

Dimensions: 88” x 125” x 82”

Max. Net Weight: 7,415 lbs. (3,370 kg)

Tare Weight: 585 lbs. (266 kg)

Max. Gross Weight:* 8,000 lbs. (3,636 kg)

Approx. Internal Vol.: 440 cu. ft. (12.5 m3)

All-Cargo Configuration

MAIN DECK

(12) 88” x 125” containers 5,280 cu. ft. 150 m3

or

(12) 88” x 125” pallets/nets      5,280 cu. ft. 150 m3

COMBINED FORWARD LOWER & AFT
LOWER COMPARTMENTS BULK-LOADED

890 cu. ft. 25 m3

MAXIMUM NET PAYLOAD

POUNDS KILOGRAMS

61,428 lbs. 27,864 kg.

MAIN CARGO DOOR 

INCHES CENTIMETERS

87” x 137” 218 x 340

AVG. FLOOR BEARING WEIGHT

LBS. / SQ. FT. KG. / SQ. M.

200 975

*Note: Aircraft structural limitations may reduce
maximum gross weights indicated.



“B727-200 ADVANCE FREIGHTER”



JETBITS . . .       
BABY MADELEINE

Madeleine Grace Lockhart is the 
daughter of Darryl & Karla.

Mom and Baby are doing well, 
so is Darryl

BABY GALLERY . . . 

Congratulations . . .  

Congratulations to Sanjeev Maini on
obtaining his CPA, CA designation

from the Institute of Chartered
Accountants of Ontario. Sanjeev

was accepted as a full member of
the Institute in special recognition 
of his skills and experience. Very
few individuals have qualified as 
a CPA, CA in this manner which 

further highlights the significance of
Sanjeev’s achievement. Well done

Sanjeev and congratulations on
your new designation.

CONGRATULATIONS

SANJEEV!

We had some excitement at our station 

in YWG this past February.

One of our team Hao Huynh,

rolled the rim on a Tim Horton’s coffee 

and won a Toyota Corolla.

- Ann Sawchuk

“I was at the Disney Show on Ice. I finished

my coffee at half time. I started rolling.”

“ I was so excited when I saw the word

Corolla on the rim. I told my sister.

Sis… I won, I won a car.” !!!!

“I’m Proud to be a Cargojet employee from

the YWG station to claim the grand prize

from Tim Horton’s Roll up the rim 2014.”

- Hao Huynh
Cargojet Winnipeg

Please welcome Jason Cohen, 
who has joined our organization as

Director, Purchasing & Facilities.
Jason will be responsible for the 

development and management of
Cargojet’s formal purchasing policies
and procedures. Additionally Jason 

will also be responsible for the 
management of all Cargojet’s facilities
across Canada and will be reporting

directly to John Kim CFO with an 
overall Corporate Purchasing and 

Procurement direction from the 
CEO. Welcome aboard!

WELCOME 

JASON COHEN!
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